1. ApptoTUig Civil Aviation Authority/Country 


Transport Canada 


2. AUTHORIZED RELEASE CERTIFICATE 
FORM ONE 


4. Organizatlon Name and Address 
AERO Design Ltd. - 
9888A Malaspina Road, Powell River, BC, V8A 0G3 


6. Item 
7. Description 


Lid Prop Assembly 


8. Part Number 


36280-01 


9. Qty. 


1 


10. Serial/Batch No. 


N/A 


S.Fonm Tracking No. 


5. Work Order/Contract/Invoice 
WO 
2014-28 


11. Status/Work 


New 


12. Remarks 


Including mounting hardware 


13a. Certifies that the items identified above were manufactiired in 
conformity to: 


□ 


Approved design data and are in condition for safé opération. 


Non approved design data specified in block 12. 


13b. Signature 
i 


A 
s 


f! ra. 
13d,/Name 
Jeff Clarke - AD02 


CAR 571.10 Maintenance Release 


□ Other regùîàïîtjn-seecified in block 1 


Certifies that unless^ttierwts&^pecifled in biôcR-l^rJbework identified in 
block 1 l^anitdescfiBed in block 12, bas been performedTrîTwtBolianœ with 
•adian Aviation Régulations 


oyed Organizatio 


g(dd/mmm/yyyy) 


13c. Approved Organization Numtier 


AMF 73-04 


13e. Date (dd/mmm/yyyy) 
03 July 2014 


Installer Responsibilities 
This certificate does not constitute authority to install. 
Installers working in accordance with the national régulations of a country other than that specified in block 1 must ensure that their régulations recoqnize 
certifications from the country specified. 
Statements in blocks 13a or 14a do not constitute installation certification. In ail cases, the technical record for the aircraft must contain an installation 
certification issued in accordance with the applicable national régulations before the aircraft may be flown. 


*1. ApprSÇing Civil Aviation Authority/Country 


Transport Canada 


2. AUTHORIZED RELEASE CERTIFICATE 
FORM ONE 


3.Form Tracking No. 


4. Organization Name and Address 
AERO Design Ltd. — 9888A Maiaspina Road, Poweil River, BC, V8A 0G3 


5. Work Order/Contract/Invoice 
WO 
2014-28 


6. Item 
7. Description 


Lid Prop Assembly 


8. Part Number 


36280-01 


9. Qty. 


1 


1 G. Serial/Batch No. 


N/A 


11. Status/Work 


New 


12. Remarks 


Including mounting hardware 


13a. Certifies that the items identified above were manufactured in 
conformity to; 
^ 
Approved design data and are in condition for safe opération. 


□ 
Non approved design data specified in block 12. 


~T7tar--Q._CAR 571.10 Maintenance Release 
^^ 
0 Other regùlàîiOri-specified in biodrJ,2.—-— 


Certifies that unlessohjenwisS'specilied inbîo9C"13T4bgwork identified in 
block ll^aijd-descriSéd in block 12, has been perfbmîedTrîtompliance with 
Jbe-eafîad/arj Aviation Reaulations. 
13b. Signatune 
13c. Approved Organization Number 


AMF 73-04 


~T4ljr-Signgtî£e 
^——■ —' ~T4crTAppt9ved OrganizatjOQ.Nufnbgr' 


13/jWme 
Jeffblarke-AD02 


13e. Date (dd/mmm/yyyy) 
22 Aug 2014 
~T4ch-Naaie 
" ~T4er-OatgMd/mmm/yyyjri__ 
' 


Installer Responslbllltles 
This certificate does not constitute authority to install. 
Installers vworking in accordance with the national régulations of a country other than that specified in block 1 must ensure that their régulations recognize 
certifications from the country specified. 
Statements in blocks 13a or 14a do not constitute installation certification. In ail cases, the technical record for the aircrafl must contain an installation 
certification issued in accordance with the applicable national régulations before the aircraft may be flown. 


COMPONENT- LID PROF ASSEMBLY 


General 
These instructions apply to ail cargo basket lid prop assemblies. Refer to the foilowing drawings, at the current revision, 


for dimensions and détails: 


Ail Models: 36280, Rev. 2 


Work Order: <^01^ - 
Complété 


/ 
j 
I 
(initial or SCA#) 
Date Open: 
/g \A0/ 


1. Machining 
q{L 


a. Stock part: 9-2081 brace. Disassemble by sliding apart into separate pièces. 
b. Drill Vi" hole up to 3/8" in both parts of slider assembly on drill press. Deburr botes. 


c. Drill #9 hole in 36280-03 slider (outside) in accordance with drawing. 


i. Locate with stops on manual milling machine. 
d. Mill 3/16" slot 36280-02 slider (inside) in accordance with drawing. 


i. Locate with stops on manual milling machine 


2. Assembly 
ç€- 
a. Insert AN3-4A boit with three (3) NAS1149F0363P washers into hole in 36280-03 slider. Locate head 


and washer on INSIDE of slider. 


b. Locate one (1) NAS1149F0332P washer on boit. Thread MS21044N3 nut on boit, torque to 12-15 in-Ibs. 


Align boit head with flats ACROSS slider. 


c. Slide 36280-02 slider (inside) into 36280-03 slider (outside). Ensure stop catch inside slider catches on 


boit head. 


i. If inside slider cannot move past boit, replace one NAS1149F0363P washer with 


NAS1149F0332P washer under boit head and reassemble. 


ii. 
If inside slider does not catch on boit, add one NAS1149F0363P washer under boit head and 


reassemble. 


3. Final Inspection 
To be completed by a différent person than the previous steps. 


a. Tag complété and inspected parts in préparation for installation. 
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Aero Design 


Parts Distribution Sheet 


wo# 


From PO or WO # 
Quantity 
Description 
Part Number 
For WO # 
;^qpû 


X ^0 
THIS DRAÏ6NG CONTAINS INFORMATION AND DATA HWICH IS PROPRIETARY TO AERO DESIGN LTD. THIS DRAWNG, OR ANY PORTION THEREOF, MAY NOT B£ REPRODUCED, 
COPIED, OR DUPUCATED IN ANY MANNER, NOR USED FOR MANUFACTURING WITHOUT THE WRITTEN CONSENT OF AERO DESGN LTD. BY ACCEPDNG THIS DRAI6NG FOR 
REFERENCE, THE REQPIENT AGREES TO HOLD AERO DESIGN LTD. HARMLESS FROM THE USE, OR MISUSE, OF THIS DRAWNG OR THE INFORMADON CONTAINED THEREOM 


REV. 
DESCRIPTION OF CHANGE 
INITIALS 
DATE 


1 
CHANGED POSITION OF STOP BOLT (WAS 4.38") 
STF 
JUL 01/02 
2 
CHANGED POSITION OF STOP BOLT (WAS 4.31") 
BJC 
APR 28/04 
3 
TITLE BLOCK UPDATED; COMPONENT PARTS IDENTIFIED 
BJC 
13/03/2014 


13.5 REF. 


RETRACTED 
•0- 
N> 


m; 
SL 
a 


19.50 


LOCKED POSITION 


5.38 REF. 


EXTENDED 
I 


DRILL #9 (0.196") 
AN3-4A BOLT 
NAS1149F0363P WASHERS (3 REQ'D) 
NAS1149F0332P WASHER 
MS21042N3 NUT 


02 


4.38 
@) 
BRACE ASSEMBLY 


REMOVE SLIDER TO PERFORM MODIFICATION 


MS21044N3 
NAS1149F0332P 


NAS1149F0363P 
AN3-4A 
36280-03 
36280-02 
36280-01 


01 
PART NO. 


03 
02 
01 


ITEM 


NUT 
WASHER 
WASHER 
BOLT 


MODIFIED GUIDE 


MODIFIED SLIDER 
BRACE ASSEMBLY 


DESCRIPTION 


STOCK: 9-2081 PROP 


VICTORIA BRITISH 


MATERIAL 


QTY 
LIST OF MATERIALS 


APPROVALS 


STEVEN FAHEY 


CHECKED: 
E. BURGOIN 


DATE 


MAR 18/02 


MAY 01/03 


UNLESS OTHERWISE SPECIFIED 
DIMENSIONS ARE IN INCHES. 
TOLERANCES ON: 
DECIMALS 
ANGLES 
X.XXX ±0.010 
±1/2* 
X.XX 
±0.03 
X.X 
±0.1 


AERO DESIGN LTD. 


9B8BA UALASPINA ROAD 
POWELL RIVER, BC. CANADA. VBA 0G3 


TEL: 604.463.2376 
www.aerodetlfn.ca 


HELICOPTER CARGO BASKET 
LID BRACE ASSEMBLY 


SCALE 1 : 2 


SHEET 1 OF 2 
A3 
36280 


REV. 


ŒD 


3.63 REF. 


13.6 REF. 


MILL SLOT 3/16" W1DE 


6.00 


0.50 


EXISTING SLOT (REF.) 


@ 
MODIFIED SLIDER 


REMOVE FROM GUIDE TO PERFORM MODIFICATION 


1 
9-2081 
LID BRACE 
VICTORIA BRITISH 
36260-02 
02 
MODIFIED SLIDER 


01 
PART NO. 
ITEM 
DESCRIPTION 
MATERIAL 


QTY. 
LIST OF MATERIALS 


APPROVALS 


STEVEN FAHEY 


CHECKED; 
E. BURGOIN 


DATE 


MAR 18/02 


MAY 01/03 


UNLESS OTHERWISE SPECIFIED 
DIMENSIONS ARE IN INCHES. 
TOLERANCES ON; 
DECIMALS 
ANGLES 
X.XXX ±0.010 
±1/2' 
x.xx 
±0.03 
X.X 
±0.1 


AEEO DESIGN LTD. 


gSBBA MALASPINA ROAD 
POWELL RIVER, BC, CANADA, VBA 0G3 


TEL: 604.463.2376 
www.aerodeilgn.ca 


HELICOPTER CARGO BASKET 
LID BRACE SLIDER MODIFICATION 


SCALE 1 : 2 


SHEET 2 OF 2 


DWG. SIZE 
A3 


DWG. NO. 
36280 


REV. 


